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Capítulo 19—Otras funciones

 

DM1000—Manual de instrucciones

 

5 Utilice el botón LAYER [REMOTE 1] o [REMOTE 2] para asignar o recuperar 
la capa User Assignable.

 

Puede utilizar los deslizadores, los codificadores y los botones [ON] para controlar los 
canales asignados.

 

Utilizar el oscilador

 

El DM1000 dispone de un oscilador que puede utilizar para comprobar sonidos. Siga los 
pasos descritos a continuación para utilizar el oscilador:

 

1 Pulse el botón DISPLAY ACCESS [UTILITY], y a continuación pulse el botón 
[F1].

 

Aparecerá la página Utility | Oscillator.

Esta página contiene los siguientes parámetros:

 

A

 

OSCILLATOR ON

 

Este botón de parámetro activa o desactiva el oscilador.

 

B

 

WAVEFORM

 

Estos botones de parámetros seleccionan las formas de onda del oscilador.

 

C

 

Sección LEVEL

 

El control de parámetro de esta sección ajusta el nivel de salida del oscilador.

 

D

 

Sección ASSIGN

 

Los botones de esta sección seleccionan la salida Oscillator.

 

2 Desplace el cursor en el botón del canal de salida Oscillator en la sección 
ASSIGN, y pulse [ENTER] (puede seleccionar varios canales).

3 Desplace el cursor en uno de los botones de parámetro WAVEFORM, y pulse 
[ENTER].

 

Puede seleccionar uno de las siguientes formas de onda.

•

 

SINE 100Hz

 

.................. 100 Hz onda sinusoidal

•

 

SINE 1kHz

 

.................... 1 kHz onda sinusoidal

•

 

SINE 10kHz

 

.................. 10 kHz onda sinusoidal

•

 

1kHz/400Hz

 

................. Onda sinusoidal con diferentes salidas de frecuencia a L, R, y a 
buses impares/pares

•

 

PINK NOISE

 

................ Interferencia pink

 

Consejo:  

 

Si conecta un puente de niveles máximos MB1000 opcional, su contador indica el 
nivel de los canales actualmente asignados a los canales de capa 1–16. 
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DM1000 Diagrama en bloques

ST
ER

EO
 L

ST
ER

EO
 R

SO
LO

 L

SO
LO

 R

AU
X 

1

AU
X 

8

BU
S1

BU
S2

BU
S3

BU
S4

BU
S5

BU
S6

BU
S7

BU
S8

OUTPUT
DELAYATT 4BAND EQ

INSERT INSERTINSERT
LEVEL

STEREO L

INPUT 1(...48)

ATT 4BAND EQ INPUT
DELAY

LFE

SOLO

PRE/POST ON

DIRECT OUT 1(...48)

Keyin

Keyin

12ch Group(1-12,13-24....)
AUX 1-8

INSERT INSERT

PAN

PAN

GATE

ON

AUX

AUX1(...8)

COMP

ON LEVEL

BAL

Self or Stereo Link

INPUT PATCH

(Gain Reduction)

(Gain Reduction)

(Out Meter)

(Out Meter)

METER

METER

METER

METER

Same as the stereo master L STEREO R

BUS 1(...8)

TO INPUT PATCH

TO INPUT PATCH

PAN BUS to STEREO
LEVELON

SOLO R

AUX1(...8)

BUS 1(...8)

O
U

TP
U

T 
PA

TC
H [OMNI OUT]

(1-12)

OMNI 1
OMNI 2
OMNI 3
OMNI 4
OMNI 5
OMNI 6
OMNI 7
OMNI 8

SLOT1 16 DITHER
SLOT2 16

[2TR IN DIGITAL1]
2

2

AES/EBU

AUX1-8 8

BUS1-8 8

TO MONITOR SELECT

2TRD1  L/R

2TRD2  L/R

AUX1-8

BUS1-8

TALKBACK

AD[TALKBACK]

AD 1-16
OMNI 1-4

USE AD IN (1-16) or OMNI IN (1-4)
AS TALKBACK [PHONES]

M
O

NO

PHONES
LEVEL

2

2
STEREO
2TR D1

OMNI IN1/2

OMNI IN3/4
2TR D2

MONITOR SELECT

SOLO L

[2TR IN DIGITAL2]
COAXIAL

[OMNI IN]
(1-4)

8SURROUND MONITOR

 MONITOR
LEVEL SURROUND

MONITOR

8
BUS1-8 8

BUS

D
IM

M

500-2kHz
BPF

PINK
NOISESLOT1 1-8 8 8

SLOT2 1-8 8 8

SLOT8x8Patch

1kHz,50Hz

SRC

TO OUTPUT PATCH

SINE100Hz
SINE1kHz
SINE10kHz
1kHz/400Hz
PINK NOISE

BURST NOISE

LEVEL ON

OSCILLATOR
same as the above

DA

DA

66INSERT OUT

48DIRECT OUT 1-48

8AUX1-8

8BUS1-8

2STEREO

[SLOT]
(1-2)

COMP

METER

METER

(Gain Reduction) METER

METER

OUTPUT
DELAYATT 4BAND EQ

INSERT INSERTINSERT
LEVELON

METER
METER

(Out Meter)

(Gain Reduction) (Out Meter)

AD 1-16

0
20

PAD AD

x 4
OMNI 1-4AD

SLOT1

SLOT2
16

16

TO SURROUND
 MONITOR

16

SLOT1 1-16

SLOT2 1-16
[SLOT]
(1-2)

AUX1-8

INSERT
 OUT

8

66

16

FX1 SEND 1-8

FX2 SEND 1-2

FX3 SEND 1-2

FX4 SEND 1-2

Surr1 Return 1-8

FX1 Return 1-2

FX2 Return 1-2
FX3Return 1-2

FX4 Return 1-2

EFFECTMETER

SE
LE

C
T FX1-4

Surr1

4

2CONTROL ROOM

12

1DA
OMNI 9
OMNI 10
OMNI 11
OMNI 12

DA

[2TR OUT DIGITAL1]

[2TR OUT DIGITAL2]

AES/EBU

COAXIAL

TA
LK

BA
C

K 
D

IM
M

2TR D1 2

2TR D2 2

D
IM

M

CONTROL ROOM

ON
CASCADE SELECT

BUS1 BUS

BUS8 BUS
STEREO L BUS
STEREO R BUS
SOLO L BUS
SOLO R BUS
AUX1 BUS

AUX8 BUS

to OUT PATCH for cascade

TRIM

7MONITOR MATRIX OUT
OUTPUT
PORT
ATTNUATOR

[INPUT]
(1-16)

x 16 +48V
OFF

ON

SIGNAL

PEAK

SOLO LOGIC

SOLO TRIM

MONITOR
LEVEL

OUTPUT SOLO

BUS1-8 8

AUX1-8 8

2STEREO BUS
8BUS1-8 BUS
8AUX1-8 BUS

for cascade

2SOLO BUS

MONITOR MATRIX OUT

METER

CR to SURROUND MONITOR

STEREO 2
MONITOR

ALLIGNMENT

2SOLO OUT

GAIN

TO TALKBACK
SELECT

TO TALKBACK
SELECT

–60 ~ –16

SRC

DITHER

DITHER

DITHER

COMP

METER METER

SLOT2

SLOT1

METER
METER

MONITOR
MATRIX

BASS
MANAGEMENT

2


